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AVAILABLE 

ALSO 

WITH 

REMOTE 

CHARGING 

BASE(S) 

Stealth Technology 

 

SPOOK Is an AI-assisted autonomous drone that scans and 

assesses regions and buildings.  It is an excellent solution for 

homeland security.   

 

Also, can carry Beetle Drones and drop them nearby the 

targeted area.  

 

SPOOK Stealth enables: 

 

Smart unified management and AI-assisted technologies with 

easy monitoring & mission control over the cloud. 

Autonomous BVLOS flights via GSM or satellite links. Hence, 

you can complete missions regardless of distance and location 

without being physically there. 

Voice Commands Assistant in order to execute instantaneously 

complex scenarios during tactical operations.  

CHARGING BASE 

SPOOK 
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Optional Payload(s) 

 

- Thermal cameras 

- Mapping Cameras 

- Magnetometer 

- Stereoscopic cameras 

- EO-IR cameras 

- LiDAR 

- Chemical compounds sensors 

- Air sensors 

- Humidity sensors 

- Temperature sensors 

- CO2 sensors 

- Exploding Beetles / Kamikaze Drones 

 

Optional Accessories 

 

- Landing Pad / Recharging base 

Type Quad / Hexa 

Base Carbon Fiber 

Length  1000mm 

Diagonal  1000mm 

Width  1000mm 

Height  600mm 

Weight 3kgr 

Propellers 6 (15 & 5.2inch) 

Motors 400kv * 6 

Battery 6S LiPo 16000mAh 

Speed 50 to 60 Km/h (top) 

Flight Duration Up to 45 min max 

Maximum flight elevation 10,000 Feet 

Operating temperature -20 ℃ to 45 ℃ 

Max wind 12 m/s 

Water Resistant Yes 

Sensors 

 

 

Accelerometer 

Magnetometer 

4/6 ultra-sound sensors 

Cameras 

 

 

4K 

Thermal 

Stereoscopic 

Telemetry / Encryption method  Digital  / RSA 4096 bit 

Effective radio range Unlimited 

AI subsystem PERCEPTRON 

Ground control station Portable 

SPOOK 
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RC Control 

 

Radio Control independent of the PC. 

Processor RC control. 

Processor each RC Joysticks. 

Start-up Key. 

Digital voltmeter. 

Output 11,1V power  

Fuse 5A. 

OLED Mini Displays. 

Rotary encoders. 

Rotary encoders with push buttons. 

Joystick Radio Control. 

 

Battery 

 

Lipo 3S/11.1V/5Ah.  

Duration approx: 2'5-3h. 

Charger 1A. 

Input 12-24V. 

Ground  

Control Station 

FPV video screen 

 

Diversity receiver 5.8Ghz integrated. 

HD LED screen of 10.1″ high definition, high contrast and anti-glare. 

Resolution: 1366 × 768 

Aspect ratio: 16: 9 

Brightness: 550cd / m2 

Contrast: 800: 1. 

Controlled temperature. 

Speakers. 

1 Audio/Video output with RCA connector.  

 

D4 Transmitter 

 

5th generation radio. 

Multi band ICM: 866Mhz, 868Mhz, 902, 915Mhz, 950Mhz or 433Mhz (optional). 

Power: 500 or 1000mW  

Sensitivity: -110 or -116dBm  

Modulation: 50 or 100Kb. FHSS (Frequency Hopping Spread Spectrum). 

Controlled temperature. 

 

Embedded PC 

 

Windows 10 

Processor: Intel Quad Core of 1.8GHz 

4GB RAM and 64GB flash 

Touch screen 7″. 

Mini Keyboard Bluetooth. 

USB 3.0. 

USB 2.0. 

HDMI  

Ethernet 100Mbps (Optional). 

Wifi. 

Bluetooth 4.0. 

Suitcase 

 

Robust, dustproof, water resistant (IP67 certified). 

Temperature controlled with fans. 

Certified with STANAG 4280, DEF STAN 81-41 and ATA 300 standards. 

Automatic air pressure compensation valve.  

Temperature resistant from -30 ° to + 80 ° C. 

Rubber handle. 

2 eyelets for padlocks (Ø 7.62 millimeters). 

Optional accessories: transport belt. 

Dimensions: 36.5 x 29.4 x 17 centimeters 
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EXPLODING BEETLES 
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Tactical Solution 
Value-added services over autonomous drones 

EXPLODING BEETLE 

Is a Mini kamikaze Drone which is AI-assisted.  Its purpose is to target infrastructures like RADARs, 

communication antennas, base stations and bases, ship radars and explode after impact.  

 

For the Beetle to be woken up all is needed is an altitude sudden change.    

 

There are three ways for that to be done.  

 

A soldier carries a Beetle and when he/she reaches the assigned destination he/she throws the 

Beetle in the air and it is turned on at standby mode.   

Then with a remote controller he/she navigates the Beetle to the target.   

The distance of remote controlling is based on the type of link used (GSM or Satellite).   

 

A mother ship (drone/uav) carries +4 Beetles 

 

This can be either controlled real time or be preprogrammed for autonomous tactical operation 

assisted by AI, by the ground control base.    

 

When it reaches the designated area, it releases the Beetles which are turned on and head to the 

target automatically by the guidance of DRONE/UAV or the ground control base.   

 

An airplane carries as many as need Beetles.   

 

When the airplane reaches the designated area, it releases the Beetles which are automatically turned 

on and fly towards the target which is either preassigned or assigned at real time by the pilot.  

It can also be used for tactical operations in a swarm formation.   

 

Each unit of the swarm communicates with all the rest via Wi-Fi or / and Z0C in order to make real 

time processing of data during the attack flight towards their target.   

Due to the use of encrypted digital telemetry hacking by the known anti drone is possible!  
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Tactical Solution 

Exploding Beetles is a swarm of AI-assisted kamikaze mini drones that target infrastructures like 

RADARs, communication antennas, base stations and bases. 

 

Exploding Beetles features: 

 

• Cost only a fraction in comparison to other solutions 

• Use cutting-edge AI to aim targets with accuracy 

• Self-explode at specified times 

• Fly really fast (up to 120Km/h) 

 

EXPLODING BEETLE 

Value-added services over autonomous drones 

EXPLODING BEETLE 

Type Quad  

Base Carbon aluminum 

Length  203mm 

Diagonal  260mm 

Width  229mm 

Height  53mm 

Weight 400-600gr 

Propellers 6inch 

Motors 2100 – 2800KV *4 

Battery 4.000mah LiPo 

Speed  80-120km/h 

Flight Duration 10-12minutes (7m with full payload) 

Operating Temperature -40°C to 85°C 

Sensors 

 

Accelerometer 

Magnetometer 

Cameras 1080HD 

Communication Analog 

  Digital & encrypted 

Encryption method RSA 4096 bit 

Explosive material Nitroglycerin  

Analog Telecom. Controller Yes (optional) 

Payload capacity Up to 2 Kg 


